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• Series 076 solenoid valves are designed for use with air and 
inert gases and can also be used to pilot other valves or 
cylinders.

• Compact architecture and low power consumption of only  
0.9 W make them ideal for portable medical devices.

• Option for side-by-side mounting on complex manifold 
solutions is ideal for control of multiple flow paths in portable 
or small envelope applications.

• Meets all relevant CE directives, and is RoHS compliant.
• Typical applications include:

 – Respiratory Therapy
 – Patient Simulators
 – Pilot Valves
 – Wide Range of Other General Service Needs

General Valve Information
Body PA / PBT

Others Acetal, Brass, Nickel, Stainless Steel

Response Time < 10ms

Electrical Characteristics
Standard Voltages* 5 VDC, 12 VDC, 24 VDC

Power Consumption 0.9 W
* Other voltages on request

NOTE: The solenoid valves are designed for continuous operation within the maximum ambient temperature 
limits.
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Fluids Temperature Range Seal Materials

Air or Inert Gas, non-lubricated
-5 °C to 50 °C

(23 °F to 122 °F)
FKM

NOTE: Additional constructions and options are available including alternate elastomers and orifice sizes. 
Minimum quantities apply.
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3/2 Normally Closed

Insulation 
Class

Coil 
Insulation

Protection
Ambient 

Temperature 
Range Electrical Connection

ºC (ºF) VA ºC (ºF)

F
155

(311)
IP40

-5 to 50
(23 to 122)

24 AWG Lead wires, 0.3m 
(12.0in) long, PTFE coated

3/2 NC Pad Mount Body

Specifications
Orifice Size

Flow Coefficient
Operating Pressure bar (psi)

Power Rating
Voltage Catalog Numbermm (inches)

min.
max.

1 2 2 3 Kv (m3/h) Cv gases, liquids W

3/2 NC - Normally Closed

0.7 (0.028) 0.8 (0.032) 0.011 0.009 -0.9 (-13) 6.9 (100) 0.9
24 VDC R076A101L0V00F1
12 VDC R076A101L0V00F3
5 VDC R076A101L0V00D1
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ASCO™ MINIATURE SOLENOID VALVES
GENERAL SERVICE VALVES, MINIATURE SOLENOID

 

青岛秉诚自动化设备有限公司                                                         服务热线：4006-918-365                     传真：(86-532)585-10-365 
地址：中国·青岛市重庆南路99号海尔云街甲3号楼7F              网址：http://www.ivalve.cc                   Email：sales@bechinas.com 

http://Emerson.com/asco


2
Visit our website at Emerson.com/asco

Availability, design and specifications are subject to change without notice. All rights reserved.

01
09

7G
B-

20
21

-R
01

ASCO™ MINIATURE SOLENOID VALVES
GENERAL SERVICE VALVES, MINIATURE SOLENOID

SERIES

076

Electrical Connection Type
Electrical Connection Type per: 
Global Red Hat Prefix List

L0 = Leaded Coil (12")

Options
Elastomer per:  
Global Red Hat Suffixes and Options List

V00 = FKM

Voltage
Voltage Code per: Global Voltage Code List

F1 = 24/DC Class F
F3 = 12/DC Class F
D1 = 5/DC Class F

Function
1 = NC 0.9W 

Item
  Size Body Material
01 = 7.6 mm PBT 

Revision
Based on solenoid revision level

A = Initial Release

Product Series
076 = General Service Valve

Connection Type
Connection type per:  
Global Codification First Digit List

R = Pad Mount

  R        076       A       1       01       L0       V00      F1  

How to Order
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Manifold Interface

Dimensions: mm (inches)
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ASCO™ MINIATURE SOLENOID VALVES
GENERAL SERVICE VALVES, MINIATURE SOLENOID

SERIES

076

3-Way Pad Mount Solenoid Valve

2.2 [.09]

2X  Ø 3.7 [.15]

2X Ø2  [.08]

7.6
[.30]

11
[.43]

24.4
[.96]

12.7
[.50]

2X 0.5 [.02]

5 [.20]

2X 4.4 [.17]

2X 3.4 [.13]

0.25 [.01]

2X  Ø1 [.04]

305 [12.0] LONG
24 AWG, PTFE INSULATED
LEAD WIRES
NOT TO SCALE

Ø 0.7 [.028] ORIFICE
PORT 1

 Ø 0.8 [.032] ORIFICE
PORT 3

PORT 2

2.35 [.09]

2.35 [.09]

2X
3.65 [.14]

Ø1.2  [.05]
Ø1 [.04]

Ø1 [.04]

Ø1 [.04]

2.5 [.10] 2.5  [.10]

(0.25  [.01])

2X
M1.7x0.35  [.014]

DO NOT BREAK EDGE

DO NOT BREAK EDGE

DO NOT BREAK EDGE

2X
1 [.04]

5 [.20]
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